EL1-CA-66M

Pards aktuatoru, 6 kanal

Pards aktuatoru

A

e EL1-CA-66M parda aktuatoru 6 motorlu jaliiz va ya pardalarin idara
edilmasi Uglin hazirlanmisdir.

r o

o Aktuatorun 6 mustaqil cixis kanali var. Har kanal 2 NA (normal agiq)

Switch outputs

POWER SUPPLY: 12V/DC 0.5A
CHANNEL LOAD: 250V/AC 10A max.
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Curtain Actuator EL1-CA-66M

Button Inputs
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— cevirici quru kontaktl releys malikdir. Bu qurdu ils 6-a gadar motoru
e o idare etmak mimkiinddr.
e Biitlin kanallar pards va ya jalliziin yuxari-asag harakatini va
dayanmasini idars edir.
s e EL1-CA-66M aktuatoru 12V sabit carayanla iglayir.
e Hor kontakt Gglin maksimal yiik 10 A/2500 VA/AC -dir.

e 6 gixis kanalinin har biri ayri-ayriligda idars oluna va linvanlana bilar.
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Texniki parametrlar EL1-CA-66M

Qida manbayi

e MODBUS rabita girisi ilo tomin edilmisdir.

e Eni 9 modul olan EL1-CA-66M pards aktuatoru, bolisdiirict sitds
En60715 tipli DIN reyka lizarinds qurasdiriimaq tglin nazarda
tutulmusdur..

Qida garginliyi: 12v/DC

Nominal carayan: 500mA

Giris

Girig sap: 10 giris kanadlg;in?;j)é?%va 4 ssenari
Nominal garginlik: 12v

Nominal carayan: 2.4mA

Minimal dayisma garginliyi: 5V

Minimal dayisma corayani: 0.85mA

Cixis

s 6 kanal ( har kanal 2 NA gevirici quru

kontakth releya malikdir)

Nominal kommutasiya giicu (rezistiv yik):

10A, 250V/AC

Kommutasiya garginliyi:

250V/AC, 30v/DC

Kommutasiya giicu:

2500VA/AC, 300wW/DC

Aciq rele kontaktinin izolyasiya garginliyi: 750V

Mexaniki aginma: 1x107

Elektrik aginmasi: 1x10°

Rabite

Sobaka protokolu: MODBUS

Qosulma

Terminal: mak. 2.5 mm’/ 1.5 mm’kabel uclugu ilo

istismar gortlori

Ritubatlilik: mak. 80%
Istismar temperaturu: -20 to +55 °C
Saxlama temperaturu: -30 to +70 °C
Istismar mévgeyi: istonilon

EN60715 tipli DIN reyka iizarinda

Qurasdinima: bolisdiriicii sitda

Dizayn: 9 modul

Olciilor vo ¢aki

Olgilar: 158 x 87 x 59 mm

Goki: 335q

Miihafizo dorocosi: 1P20 (qurgu),;qF:lr?t a(j?j(;l;sdurucu sitde
Asirn garginlik kateqoriyasi: IIL.

Cirklanma daracasi 2
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POWER SUPPLY: 12V/DC 0.5
GHANNEL LOAD: 250V/AC 10A max.
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Curtain Actuator EL1-CA-G6M
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EL1-CA-66M Pards aktuatoru, 6 kanal Parda aktuatoru
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Switch outputs
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CHANNEL LOAD: 250V/AC 10A max. .
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